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Abstract 

Lead-free (K0.48Na0.48 Li0.04)(Nb1-xTax)O3 (KNLNT-x) ceramics were synthesized and the effect 
of Li and Ta substitution on the phase transition behavior, microstructure, ferroelectric, dielectric 
and piezoelectric properties were systematically investigated. X-ray diffraction and Raman 
spectroscopic analysis reveals that the KNLNT-x ceramic with x < 0.10 exhibits a single phase 
Amm2 crystal structure. A coexistence of orthorhombic and tetragonal (O+T) dual phase 
(Amm2+ P4mm) was observed in the composition range of 0.10 ≤ x ≤ 0.20. With increasing x 
value the structure changes from the O+T coexistence region to a single phase tetragonal (P4mm) 
structure for x > 0.20.  Electron microscopy shows a highly dense ceramic with inhomogeneous 
distribution of grains and decreasing grain size with increasing Ta concentration. Temperature-
dependent dielectric properties exhibit two phase transitions: the orthorhombic to tetragonal (TO-

T) phase transition and tetragonal to cubic phase transition (TC). With increasing Ta 
concentration, TO-T and TC systematically reduces, the transition peaks broaden, and TO-T shifts 
below room temperature for x > 0.15. The KNLNT-0.20 shows the highest dielectric constant (Ɛr 



= 556) and piezoelectric coefficient (d33 = 159pC/N). The enhanced piezoelectric property of 
KNLNT-0.20 is attributed to the morphotropic phase boundary composition rather than shifting 
of the polymorphic phase boundary (PPB) temperature towards room temperature. Based on the 
RT XRD data, Raman spectra, and temperature-dependent dielectric properties, a phase diagram 
has also been constructed. 

Keywords: Lead free ferroelectrics; Crystal Symmetry; Piezoelectricity; Phase transition; 
Morphotropic phase Boundary (MPB)  

I. INTRODUCTION  

In some of the non-centrosymmetric dielectric materials, electrical and mechanical properties are 
coupled to realize piezoelectricity that allows the conversion of mechanical energy to electrical 
energy and vice versa [1,2]. Among such materials, some show pyroelectricity, a temperature-
dependent polarization phenomenon. Ferroelectrics have non-linear dielectrics properties with 
stable and electrically switchable polarization, and is the subgroup of piezoelectric and 
pyroelectric materials [1]. Piezoelectric, pyroelectric, and ferroelectric materials are widely used 
in various electronic and optoelectronic devices such as actuators, transducers, sensors, 
ultrasonic medical imaging, mechanical energy harvesting, structural health monitoring, etc., due 
to their excellent physical properties [1,2]. Piezoelectric/ferroelectric materials have been widely 
used for device applications, since the discovery of ferroelectricity in BaTiO3 ceramic oxides 
during World War II [2]. However, at present, much research have been carried out to further 
improve the functional ferroelectric properties. Presently, many devices manufactured by various 
electronic industries are dominated by lead-based ferroelectric materials such as Pb(ZrxTi1−x)O3 
(PZT), Pb1−xLax(ZryT1−y)1−x/4O3 (PLZT), (1−x)Pb(Mg1/3Nb2/3O3)-xPbTiO3 (PMN-PT), which 
contains more than 60 wt.% of lead [1-6]. The toxicity of lead and its high vapor pressure during 
synthesis/processing are harmful to humans and the environment [3-5]. Legislation has been 
enacted by the European Union for the restricted use of the Pb-based ferroelectric system in 
electronic devices [3, 4, 6], thus, there is a need for lead-free ferroelectric systems. BaTiO3 (BT), 
(Na0.5Bi0.5)TiO3 (NBT), (K0.5Bi0.5)TiO3 (KBT), (K0.5Na0.5)NbO3 (KNN) based systems have been 
developed by different research groups around the globe [2-10], however, these materials are yet 
to be used in various devices by the electronic industry.  

Among the aforementioned lead-free ferroelectric systems, KNN-based ferroelectric materials 
have received more attention after the reported work of Saito et al. on Li, Ta, and Sb co-doped 
KNN textured system, which showed the piezoelectric coefficients as high as 416 pC/N [11]. 
KNN has a high Curie temperature (TC ~ 420 °C), and good ferroelectric properties with a high 
remnant polarization (Pr = 33 μC/cm2), which are appealing for device applications [8, 12]. 
However, KNN prepared under ordinary conditions shows relatively lower piezoelectric 
properties (d33 ~ 80 pC/N) due to difficulty in obtaining high density [8, 13]. Thus, tremendous 
efforts have been made to enhance the physical properties by optimizing the synthesis condition 
and chemical composition modifications [14]. KNN with the morphotropic phase boundary 



(MPB) having the composition of 50 mol. % K and 50 mol. % Na, separating two orthorhombic 
phases has been realized [15,16]. The structural phase transition behavior of the KNN system is 
similar to the BaTiO3 ferroelectric system, where at room temperature KNN crystallizes in an 
orthorhombic crystal structure with an Amm2 space group (SG). The ferroelectric transition 
(Curie temperature, TC) is around 420 °C, and the material becomes paraelectric as the structure 
changes to the cubic with 𝑃𝑚3$𝑚 space group [4, 6, 9]. With decreasing temperature, the cubic 
paraelectric unit cell undergoes a deformation to ferroelectric tetragonal structure with SG: 
P4mm at 420 °C. Further cooling below 200 °C (TO-T), it transforms to orthorhombic structure 
with SG: P4mm, and finally, it transforms to R3m symmetry with rhombohedral crystal structure 
also having ferroelectricity below -150 °C (TO-R) [4, 6, 9]. The phase boundary of rhombohedral 
to orthorhombic (TO-R) and orthorhombic to tetragonal (TO-T) phase transitions depends on both 
temperature and composition, hence known as a polymorphic phase boundary (PPB) [6]. 

As described above, the major problems associated with the KNN system is the synthesis of 
high-quality KNN system because (i) it needs special handling of the starting precursors (ii) its 
physical properties are very sensitive to the stoichiometry and (iii) the complex densification 
process associated results in low density [15, 16]. As a result, different authors have reported 
different values of piezoelectric and electro-mechanical coupling for the same composition. To 
enhance the density and suitable microstructure, various synthesis/optimization techniques such 
as (i) addition of a sintering aid, (ii) hot pressing, (iii) spark plasma sintering, (iv) microwave 
sintering, (v) controlled atmosphere sintering, (vi) chemical modification (doping, solid 
solutions) have been adopted widely [6, 9, 15]. Hence, effort has been made to develop a variant 
KNN-based system with improved piezoelectric and electro-mechanical coupling. It is also 
believed that the high piezoelectric and electromechanical coefficients are due to the induction of 
a morphotropic phase boundary (MPB) over a small composition range in the ferroelectric 
systems [13, 17]. Further, to improve the piezoelectric and other physical properties of KNN by 
inducing the MPB at RT, chemical modification approaches have been widely used [6].   

Although the enhanced piezoelectric properties in KNN modified systems were previously 
attributed to the formation of MPB (like PZT system), a few reports also suggested the enhanced 
piezoelectric properties are due to the shifting of TO-T towards the room temperature [6, 18-20]. 
It should be mentioned here that, the PPB results in a strong temperature-dependent 
piezoelectric, ferroelectric, and dielectric properties, which is not suitable for many device 
applications [18]. A clear understanding of the MPB separating the orthorhombic and tetragonal 
phases in case of KNN-based systems has not been evolved to definitively assign the large 
piezoelectric and electromechanical coupling to the MPB effect [15].  Although many studies 
have been carried out, the piezoelectric properties of KNN are still inferior to PZT [21].  

In order to increase the piezoelectric and other physical properties, different solid solutions of 
KNN with other ferroelectrics perovskites such as Bi0.5K0.5TiO3, Bi0.5Na0.5TiO3, Bi0.5Li0.5TiO3, 
BiAlO3, BiScO3, BiFeO3, BaTiO3, SrTiO3, SrZrO3, CaTiO3, LiNbO3, LiSbO3, LiTaO3 have been 
synthesized [6,11-13,18,21-28]. There are various reports where dopants like Li+, Ag+ are 



substituted at the K/Na site and dopants like Ta5+, Sb5+, Zr4+, Hf4+ are substituted at the Nb site of 
KNN [4, 6]. In this manuscript, we have substituted Li+ at the A-site and Ta5+ at the B-site of 
KNN [6, 8, 15, 17, 21, 22]. Readers are referred to Supplementary Table 1 for a brief description 
of the various Li- or/and Ta-modified KNN ceramics [6, 8, 13-15, 17, 18, 21, 22, 29-37].  

Guo et al. have reported that the MPB region of KNN due to the existence of orthorhombic and 
tetragonal phases plays an important role in the enhancement of the piezoelectric properties [13]. 
The substitution of Li (6 mol.%) at the A-site of KNN system can induce a MPB with 
orthorhombic and tetragonal phases, as a result, enhanced piezoelectric and electromechanical 
coupling is observed around the MPB region [15]. Li+ ion substitution at the A-site of KNN 
suppresses the formation of the low-temperature rhombohedral phase [8]. Substitution of Li at 
the A-site of KNN is very effective in enhancing piezoelectric properties and also increased the 
TC as well as decrease the TO-T. Thus, the interval between both the phase transitions i.e. the 
stability of the temperature range of tetragonal phase increases [21]. The substitutions of Li+ (4 
to 20 mol%) at the A-site of KNN showed improved piezoelectric properties. However, above 8 
mol. % Li substitution in KNN leads to the beginning of the formation of pyrochlore phases (i.e. 
K3Li2Nb5O15) [8]. Similarly, Ta-substitution also showed enhanced piezoelectric properties as 
compared to pure KNN systems [15]. Higher density and higher piezoelectric properties have 
been obtained by Li and Ta substitution using the ordinary synthesis techniques [15]. 
Simultaneous substitution of Ta and Sb is also responsible for the further enhancement of the 
dielectric and piezoelectric properties. The high electro-negativity of Ta compared to Nb may 
lead to more covalent rather than ionic bonding and results in enhanced physical properties. Li 
substitution increases TC and decreases TO-T, however, Ta substitution decreases both TC and TO-

T [15]. As the orthorhombic phase possesses large number of possible domain states, it may lead 
to higher strain-electric field hysteresis [15]. Hence we have restricted Li substitution to 4 mol. 
% to maintain the orthorhombic phase without Ta substitution.  

Various reports are available on the enhancement of the physical properties of the KNN system 
due to the existence of MPB, which are attributed to the existence of different crystallographic 
phases [20]. It has also been reported that the improvement in the physical properties in KNN-
based systems is due to the shifting of the polymorphic phase boundary (PPB i.e., TO-T) close to 
RT rather than the existence of a MPB [38]. Due to the shifting of PPB towards RT, the 
piezoelectric and ferroelectric properties are strongly dependent on temperature; hence it would 
not be suitable for device applications. Based on the literature, two different mechanisms for the 
enhancement of the physical properties have been reported. i.e. (1) induction of MPB due to 
chemical modification and (2) the shifting of the orthorhombic-tetragonal polymorphic phase 
boundary towards room temperature. Therefore phase coexistence of O+T phase in case of KNN 
system is the primary criteria for both PPB and MPB, however, the origin of the PPB and MPB 
are quite different. Although both of these mechanisms have been reported to be the 
enhancement of physical properties, it is necessary to understand the difference between the 
MPB and PPB in the KNN system to corroborate the mechanism of the enhancement of the 



physical properties. The difficulty in understanding the structural and microscopic origin (despite 
of years of studies) of the enhancement of piezoelectric and ferroelectric properties in case of 
KNN system has motivated us to systematically study the effect of Li and Ta substitution on 
physical properties and thoroughly correlate this with crystal structure. 

II. EXPERIMENTAL DETAILS 
A.  Synthesis Procedure 

The lead-free ferroelectric ceramics of (K0.48Na0.48Li0.04)(Nb1-xTaxO3) (KNLNT-x, where x = 
0.00,0.05,0.10,0.15,0.20,0.25,0.30,0.40) were prepared by a conventional solid state reaction 
technique. High purity metal carbonates of K2CO3 (99% Alfa Aesar), Na2CO3 (99.5% Sigma 
Aldrich), Li2CO3 (99%) and metal oxides of Nb2O5 (99.99% Sigma Aldrich) and Ta2O5 (99.85% 
Alfa Aesar) were used as the precursors. Prior to mixing, K2CO3 and Na2CO3 were dried at 220 
°C for 4h to remove any moisture intake owing to their hygroscopic characteristics. The 
precursors were then weighed according to the desired stoichiometry of the selected 
compositions and mixed for 3h using an agate mortar in both dry and acetone medium. A 
calcination process of the ground powders was then carried out at 875 °C for 6h in air medium. 
The calcined powders were again ground, mixed thoroughly with 3 wt. % polyvinyl alcohol 
(PVA) solution and then pressed into the disks of 10 mm diameter and 1.3 mm thickness. The 
pellets were finally sintered at optimum sintering temperature between 1100 °C – 1180 °C for 3h 
in air medium for densification. 

B. Characterization Techniques 
X-ray diffraction (XRD) measurement was performed using an X-ray diffractometer, (Bruker 
D2-Phaser) with Cu Kα radiation (α = 1.5406 A°). The room temperature (RT) XRD data of the 
powdered samples were collected over a wide range of Bragg’s angle (2θ) 20° to 100° at a 
scanning rate of 2°/min with 0.02° step size. Raman spectroscopic measurement was carried out 
at room temperature using a micro Raman spectrometer (Invia, Renishaw, UK). The surface 
morphology and the process of grain growth in ceramic samples were studied using Scanning 
Electron Microscopy (SEM-JEOL-JSM 6480 LV). The temperature-dependent dielectric 
properties of the samples were measured using an impedance analyzer (HIOKI IM3570) over the 
frequency range 100 Hz to 1 MHz. The RT ferroelectric hysteresis (P-E) loop of the ceramics 
was performed using a Ferroelectric loop tester (Radiant Ferroelectric Tester) at 5 Hz. The 
piezoelectric coefficient d33 was measured for the poled samples at room temperature with the 
help of d33 piezometer (APC International Ltd). Prior to the electrical measurement of the 
sintered samples, both sides of the pellets were polished, painted with silver paste and then dried 
at 200 °C for 2h to remove any moisture. The poling of the samples was then carried out at room 
temperature in a silicon bath by the application of a DC electric field of 2.5 kV/mm for 12h. 
 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 1. Evolution of XRD profiles of {111}pc, {200}pc, {220}pc, and {222}pc pseudocubic 
reflections of KNLNT-x ceramics with 0 ≤ x ≤ 0.4 at room temperature. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 2. Rietveld refined x-ray powder diffraction patterns of KNLNT-x ceramics for (a) x = 0 
using Amm2 model (b) x = 0.10 & (c) x = 0.20 using Amm2+P4mm model (d) x = 0.25 using 
P4mm model.  

 



III. RESULT 
A. X-Ray Diffraction 

 
Figure S1 shows the room temperature XRD patterns of KNLNT ceramics for different Ta 
concentrations. The presence of sharp and well-defined peaks (without any secondary phases) in 
the XRD patterns clearly suggest the formation of the perovkite structure in the ceramics. 
However, for the highest composition i.e. for x = 0.4, minor secondary peaks appear suggesting 
we have exceeded the Ta solubility limit. 

In order to study the effect of Ta substitution on the crystal structure of KNLNT ceramics,  firstly 
we have examined the splitting of pseudo-cubic {h00}pc, {hh0}pc and {hhh}pc reflections, which 
is the best approach to identify the presence of different crystallographic phases such as cubic, 
tetragonal, orthorhombic and rhombohedral qualitatively. It has been reported that the pseudo-
cubic reflections for the cubic symmetry are all singlet, whereas the tetragonal symmetry is 
characterized by the splitting of the {h00}pc, and {hh0}pc reflections into doublet and singlet 
nature of the {hhh}pc reflection  [5, 9, 10, 39]. The singlet nature of {hh0}pc and {h00}pc 
reflections and doublet nature of {hhh}pc reflection on the other hand, are characteristic of 
rhombohedral symmetry. However, for orthorhombic crystal structure, the {h00}pc, {hh0}pc, and 
{hhh}pc reflections are all doublets [10, 39, 40].  

To better illustrate the phase evolution due to the splitting of pc reflections (i.e., to analyze the 
crystal structure), the magnified XRD patterns for the pseudo-cubic {111}pc, {200}pc, {220}pc, 
and {222}pc reflections of KNLNT ceramics as a function of Ta concentration are shown in Fig. 
1. In the XRD profiles, the peak splitting is minimal at lower-order reflections (lower 2θ), but 
more pronounced at higher-order reflections. Therefore, here we have concentrated on the 
{200}pc, {220}pc, and {222}pc higher order reflections to visualize the weak distortion.  For x = 0, 
the {200}pc reflection observed around 45°, splits into a doublet (the (200) peak occurring at a 
lower Bragg’s angle (2θ)) with the relative intensity ratio I200/I020 is about 2:1. Further, the 
{220}pc reflection exhibits an opposite tendency in the peak splitting compared to {200}pc 
reflection, and the {222}pc reflection splits into a doublet with nearly equal intensity. Also, the 
demanding criteria for determination of the single phase material is the resolution of the {222} 
reflection into their respective components [40]. These are the characteristics of a single-phase 
orthorhombic structure with  Amm2 space group and hence pure KNN (x = 0) crystallizes in 
orthorhombic symmetry.  

A similar trend in the XRD profile is also observed for x = 0.05, suggesting orthorhombic 
structure of the unit cell. As the Ta concentration increases to x = 0.10, the shapes of the XRD 
profiles undergo a noticeable change in the profile shapes. These changes include a decrease in 
the splitting of the {200}pc, {220}pc, and {222}pc reflections and broadening of the peaks. As x 
increases further (x ≥ 0.15), an opposite trend in the splitting of the {200}pc reflection appear, 
where the (002) peak emerges with enhanced intensity as compared to the (200) peak. For x = 
0.15 and 0.20, the splitting of {220}pc, and {222}pc reflections further decrease and appear like a 



broad singlet. The broadening of the {200}pc, {220}pc, and {222}pc reflections suggest that there 
might be another crystallographic phase along with the orthorhombic phase due to the 
overlapping of two peaks. The opposite trend of the splitting of {200}pc reflection (compared to 
the {200}pc reflection of x = 0.10) and singlet nature of the {222}pc reflection strongly suggests 
the presence of a tetragonal phase along with the orthorhombic phase. For x ≥ 0.25, the (002) 
peak becomes more pronounced and intense compared to the (200) peak and the {222}pc 

becomes a singlet. Concurrently, {220}pc reflection becomes a doublet with the stronger peak 
occurring at the lower angle side. The splitting of {200}pc reflection into (200), and (002) in a 1:2 
intensity ratio and the singlet nature of the {222}pc reflection clearly suggests the tetragonal 
structure for x ≥ 0.25. Therefore, visual observation of the profile pattern suggests orthorhombic 
structure for x = 0 and 0.05. With increasing Ta concentration, an additional tetragonal phase 
appears along with the orthorhombic phase up to x = 0.20. For x ≥ 0.25, the doublet nature of 
{220}pc reflection and singlet nature of the {222}pc reflection clearly suggest a single-phase 
tetragonal structure. The distinct change in the diffraction pattern therefore suggests a 
composition-induced structural phase transition from orthorhombic to tetragonal structure 
through the phase co-existance region.  

The qualitative analysis only provides a preliminary insight into the possible crystallographic 
phases present in the KNLNT ceramics. In order to confirm the exact crystal structure and the 
nature of the phase transitions (quantitatively) upon Ta substitution, the Rietveld refinement 
analysis has been carried out using the FULLPROF software [41]. Here the starting models for 
the refinement are proposed based on the predictions obtained from the qualitative visual study. 
In the refinement process, the pseudo-Voigt function has been used to model the peak shape 
while the linear interpolation technique is used to refine the background shape. Various refined 
parameters such as zero correction, scale factor, lattice parameters, Wyckoff positions, 
background, and half-width parameters (U, V, and W) are refined while keeping the occupancy 
fixed during the refinement. Here the black open circle, red line, blue line, and green scattered 
vertical lines represent the experimental data, theoretical data, the difference between theoretical 
and experimental data, and Bragg’s peak positions, respectively. 

Figure 2 shows the Rietveld-fitted XRD patterns of KNLNT ceramics at selected compositions 
(x = 0, 0.10, 0.20, and 0.25). To give a better illustration of our refinement, we have also shown 
the magnified view of the fitted data of the higher angle reflections {200}pc and {222}pc in the 
inset of Fig. 2. The refined data of the remaining compositions are given in the supplementary 
section (Figure S2). For x = 0 and 0.05, the XRD data  fitted using the Rietveld refinement 
method with a single-phase Amm2 crystal structure as shown in Fig. 2(a) and Figure S2(a). A 
satisfactory fit between the experimental and the theoretical pattern indicates that the sample also 
crystallizes in single-phase orthorhombic structure.   

However, for x = 0.10, the Rietveld refinement with a single-phase Amm2 crystal structure did 
not yield a satisfactory match between the theoretical and experimental patterns as shown in 
Figure S3(a). A dramatic improvement of the peak fitting occurs when we include the tetragonal 



phase along with the orthorhombic phase (Amm2+P4mm) as shown in Figure 2(b) and Figure 
S3(b). Further, the Rietveld refinement for x = 0.15 and 0.20 along with x = 0.10 are performed 
with the Amm2+P4mm coexistence model and the results show good agreement between the 
experimental and the suggested structural model as shown in Figure 2(b,c) and Figure S2(b). 
Based on the visual examination of the doublet nature of {200}pc and {220}pc reflections and 
singlet nature of {222}pc reflections, the structure should be tetragonal structure with P4mm 
space group. So we have fitted the XRD data for x = 0.25, using both dual phase of  
Amm2+P4mm and single phase P4mm model as shown in Figure S4. The single phase P4mm 
model resulted in a better fit between the experimental and chosen theoretical model. So for x = 
0.30, and 0.40, we have also fitted with single phase P4mm model and the result shows a good 
fit. The refined structural parameters have been obtained using Rietveld refinement for all the 
samples are listed in Table S2 in the Supplementary Material. Thus, summarily, the Rietveld 
refinement on the XRD analysis reveals that KNLNT ceramic exhibits the single phase Amm2 
crystal structure for x = 0, 0.05, the coexistence of Amm2+P4mm structure for the composition 
range 0.01 ≤ x ≤ 0.20, and tetragonal P4mm structure for x ≥ 0.25. The phase transition from O to 
T through O+T coexistence phase can be represented by diffusion of phase transformation 
between O to T phase as well as the composition inhomogeneity, which is inevitable for the 
ceramic oxides [17]. 

B.  Raman Spectroscopy 
Raman spectroscopy is very sensitive to crystal structure distortion and local heterogeneities that 
changes intensity, damping constant and frequency of Raman modes [42]. So, the effects of Ta 
on the structure and local heterogeneities of KLNN have been discussed by Raman spectroscopy. 
To dodge Bose-Einstein phonon population effect, the reduced Raman intensity, 𝑰𝒓(𝝎) was 
determined from the observed Raman scattering intensity, I(w) as follows  [43, 44]. 

                                Ir(ω) =	 I(ω)
ω[n(ω)+1]

 …………………………………………(1) 

where, 	n(ω) = 1

exp$ħ"kBT
%&'

 is the Bose-Einstein population factor.  kB is the Boltzmann constant 

and ħ is the Dirac constant. The calculated reduced Raman scattering spectra from the observed 
spectra is shown in Fig. 3(a). The reduced Raman spectra were fitted by a combination of a 
Lorentzian central peak (CP) and damped harmonic oscillators (DHO) in the frequency range 
15~1000 to apprehend the Ta doping effects on KNLN  [43, 44]: 

𝐼((ω) = 2ACP
π

ГCP

4ω2 +	ГCP
2 + ∑ AiГiωi

2

*ω2-ωi
2+

2
+ω2Гi

2i  ………………… (2) 

Here, ACP and ΓCP denote intensity and FWHM of the CP, respectively. Ai, Γi, and ωi are the 
intensity, damping constant, and frequency of the ith optical Raman active mode, respectively.  

The composition-dependent Raman scattering spectra of the KNLNT-x recorded at room 
temperature is displayed in Fig. 3(a). At room temperature, the orthorhombic phase with Amm2 
symmetry of the KNLNT-x (x = 0.0) is observed by Rietveld refinements of the XRD spectrum. 



The irreducible representations of the orthorhombic phase with Amm2 symmetry are 
4A1+A2+4B1+3B2 in accordance with group theory analysis [45, 46]. The direct symmetry 
assignment of vibrational modes of polycrystalline ceramic is difficult from the Raman scattering 
spectra; thus, we pursue the symmetry of the vibrational modes of the 
[(K0.56Na0.44)(Nb0.65Ta0.35)O3, KNNT] single crystals [45].  

 

As can be seen in Fig. (3b), the observed Raman scattering spectrum of the KNLNT-x (x = 
0) of the KNN consist of mainly B2(TO1) (~ 52 cm-1), B1(TO1) (~71 cm-1), A1(TO1) (~102 cm-1), 
A1(TO2) (~139 cm-1), A1(LO1) (~194 cm-1), B1(TO2) (~237 cm-1), A1(TO3) (~263 cm-1), A1(LO2) 
(~448 cm-1), B2(TO2) (~552 cm-1), A1(TO4) (~616 cm-1), and A1(LO3) (~860 cm-1) in the 
frequency range of 15~1000 cm-1. The broad weak mode near 715 cm-1 (Figs. 3a and 3d) may be 
attributed to lattice disorder, which is induced by the ionic radii mismatch at crystallographic 
equivalent sites  [9, 47]. The results are similar to those observed in orthorhombic 
(K0.5Na0.5)NbO3 (KNN) [9]. Thus, the observed Raman modes reveal that KNLNT at x = 0.0 
belongs to the orthorhombic phase [9, 45, 46]. This result is supported by dielectric and XRD 
results as well. The splitting of A1(TO3), B2(TO2), A1(TO4), and A1(LO3) modes is found and 
marked as A1(TO3)1 (~263 cm-1) and A1(TO3)2 (~272 cm-1), B2(TO2)1 (~547 cm-1) and B2(TO2)2 
(~564 cm-1), A1(TO4)1 (~595 cm-1) and A1(TO4)2 (~618 cm-1), A1(LO3)1 (~854 cm-1) and 
A1(LO3)2 (~863 cm-1), respectively. The Raman modes splitting in KNLNT-x may be due to the 
different local order regions [9, 48]. It is observed in Fig. 3 (b, d) that the B1(TO1) and A1(TO2) 
modes disappear at x = 0.15, indicating the structural transition of the KNLNT-x from 
orthorhombic phase. Note that an over damped Raman E(TO1) mode appears at about 99 cm-1 
and B2(TO2)2 mode disappear at x = 0.20 (Fig. 3b), which may correspond to the tetragonal phase 
of the KNLNT-x [9]. The tetragonal phase of the KNLNT at 0.20 <x≤ 0.25) with P4mm 
symmetry is confirmed by Rietveld refinement of the XRD spectrum. It is significant that the 
B1(TO1) and A1(TO2) modes disappear at x = 0.15, while B2(TO1) mode corresponding to the 
orthorhombic phase persists, denoting structural transition from orthorhombic to mixed 
(orthorhombic and tetragonal) phase of the KNLNT-x. The coexistence of tetragonal (P4mm) 
and orthorhombic (Amm2) phases of KNLNT-x (0.10 <x≤ 0.25) is found by Rietveld refinement 
of the XRD spectra. However, the presence of prominent B1(TO1) mode ssuggests that the 
properties of KNLNT at x = 0.15 may be dominated by the orthorhombic phase, which is 
supported by the phase fraction calculation as well. To understand the phase transition of 
KNLNT-x, we have studied composition-dependent frequency shift and FWHM of the prominent 
A1(TO3)1 mode as well. As can be seen in the middle part of Fig. 3 (d), the frequency of the 
A1(TO3)1 mode decreases while the FWHM increases continuously with Ta content except in the 
range of 0.10< x< 0.20. Note that the discontinuity of frequency and FWHM of A1(TO3)1 mode 
the occurs at x = 0.15, indicating the structural phase transition of the KNLNT. Hence, the 
anomalous change of the frequency and FWHM of the A1(TO3)1 mode may be due to the 
coexistence of both orthorhombic and tetragonal phase of KNLNT-x in the range of 0.10< x< 
0.20 [5].  



 

     

 
 

 

 

 

 
 

 

 

 
 

 

 

 

 
 

 

 

 

 
 

 

 

 
 

 

 

 

Figure 3: (Color online) (a) The composition dependent Raman spectra of KNLNT-x. (b,c) The 
fitted Raman spectra at some selected composition using Eq. (2). (d) The composition dependent 
frequency shift (upper part) of Raman active modes, frequency shift and FWHM of the A1(TO3)1 



mode (middle part), and the intensity (A) and FWHM (G) of the central peak (CP) (lower part) of 
KNLNT-x 

The KNLNT-x Raman spectra can also be rationalized by the translational modes of 
K+/Na+/Li1+ cations and the internal modes of NbO6/TaO6 octahedrons. The NbO6/TaO6 
octahedrons vibrational modes consists of A1g(ν1)+Eg(ν2)+2F1u(ν3, ν4)+F2g (ν5)+ F2u(ν6). The 
Raman modes F1u(ν3), Eg(ν2) and A1g(ν1) are stretching and the rest of the modes are bending [45, 
46]. In the low frequency range below 200 cm-1, the Raman modes can be assigned to the 
rotation of the octahedron and the translational modes of the K+/Na+/L+ cations. However, in the 
high frequency range of 200~1000 cm-1, the Raman modes appear due to another internal 
vibrational octahedron. The ν6 mode near 139 cm-1 related to NbO6/TaO6 octahedron may appear 
in the low frequency range as well [46]. The mode at about 194 cm-1 is associated to K+/Na+/Li+ 
cations versus NbO6/TaO6 octahedron, whereas the modes near 52 cm-1 and 71 cm-1 are related 
to the translational modes of K+/Na+/Li+ cations [46]. The rotational mode of the NbO6/TaO6 

octahedron appear near 102 cm-1 [45]. The peaks at about 237 cm-1 and 263 cm-1 are marked as 
ν5 mode. The ν4, ν2, ν1, and ν3 modes of the NbO6/TiO6 octahedron appear near 448 cm-1, 547 
cm-1, 618 cm-1, and 715 cm-1, respectively [46]. The peak at about 860 cm-1 is identified as the 
coupled ν1+ ν5 mode [46]. Note that the intense ν5 (263 cm-1) and ν1 (618 cm-1) modes become 
weak upon increasing Ta content in KNLNT [Fig. 3a]. The presence of strong ν1 and ν5 modes 
suggest the near-perfect NbO6/TaO6 octahedron of the orthorhombic phase KNLNT with space 
group Amm2 at x = 0 [9]. Note that ν5 (263 cm-1) and ν1 and modes of the KNLNT at x = 0 splits 
into two peaks. The mode splitting is attributed to the substitution of Nb ions with Ta ions, which 
breaks the symmetry of the NbO6/TaO6 octahedron due to the distortion of crystal structure [9, 
45]. These modes redshift with increasing the Ta content (middle part of Fig. 3 (d)), indicating 
the substitution of Nb ions with Ta ions may weaken the binding strength of the octahedron 
giving rise to lengthening the distance between Nb/Ta cations and its coordinated oxygen due to 
their lattice mismatch [9]. The octahedral breathing A1g mode appears near 894 cm-1 in the 
tetragonal phase of KNLNT-x (0.20 ≤x≤ 0.40). The octahedral breathing A1g mode is also 
observed in the tetragonal phase of the BZT-xBCT system [5]. The symmetric A1g mode is 
Raman inactive and does not result in polarization change [49], whereas the asymmetric A1g 
mode becomes Raman active because of the presence of dissimilar ions in the centre of the 
octahedral. 

 

To understand the nature of phase transition and Ta doping effects on local polar clusters in 
KNLNT-x, the FWHM of the CP, which is inversely proportional to the relaxation time of 
precursor dynamics [50], has been studied as a function of composition. The existence of the CP 
and soft mode phenomena is evidence of the order-disorder and the displacive nature of the 
ferroelectric phase transition, respectively. In the present study, the low-frequency B2(TO1) mode 
at about 52 cm-1 is observed in the orthorhombic phase at x = 0, whereas an overdamped E(TO1) 
mode at about 89 cm-1 is attributed to the tetragonal phase of at 0.20 ≤x≤ 0.40. It is challenging 



to opine on the soft-mode behaviour of B2(TO1) and E(TO1) modes due to the lack of 
temperature dependent Raman scattering results in the present study. Therefore, the existence of 
the prominent CP can  indicate the order-disorder behavior of ferroelectric phase transition of 
KNLNT-x  [43,44,50]. In ferroelectric materials, the dynamic polar clusters called polar nano 
regions (PNRs) begin to develop at the Burns temperature (TB)  [51], and these dynamic PNRs 
grow into static PNRs at an intermediate temperature (T*)  [43,44,50]. These static PNRs turn 
into nano-domain states in the ferroelectric phase that are randomly oriented, and transform into 
macro-domain states owing to local polarization freezing  [10, 52]. It is found from lower part of 
Fig. 3(d) that the value of GCP decreases in the composition range of 0≤ x≤ 0.10, where KNLNT 
belongs to the orthorhombic phase, increases in the range of 0.10< x≤ 0.25 where KNLNT 
belongs to the mixed phase, and then decreases in the range of 0.25< x≤ 0.40 in which KNLNT 
belongs to the tetragonal phase, with increasing Ta content. This result suggests that the size 
and/or number density of oriented nano-domain states may increase with Ta content [5,50]. In 
the range of 0.10<x≤0.25, the correlation among nano-domain states may be weakened and/or 
broken owing to the coexistence of phases which increases GCP. 

C. Microstructural studies  
 

 

 

 

 

 

 

 

 

 

 

 

Figure 4. SEM micrographs of KNLNT-x ceramics for (a) x = 0, (b) x = 0.10, (c) x = 0.15, (d) x 
= 0.20, (e) x = 0.25, (f) variation of grain size with composition. 

Figure 4 shows the SEM micrographs of KNLNT-x ceramics for x = 0, 0.10, 0.15 0. 0.20, 0.25 
respectively (other compositions are shown in the Supplementary Figure S5). The observed 



microstructure is significantly influenced by the variation of x in KNLNT-x systems. For all 
compositions, the grain sizes are calculated using ImageJ software and the average grain sizes 
are calculated from the Histogram. The histogram of the grain size distribution of some selected 
samples is also included in the supplementary file (Figure S6). For x = 0, the microstructure 
consists of different grain sizes (with larger grains as well as smaller grains) distributed 
throughout the microstructure. This is due to the abnormal grain growth process [19]. The grain 
size decreases and a compact microstructure emerges with an increase in Ta concentration. For 
higher concentrations, the micrograph consists of well-faceted and quite uniform distribution of 
fine grains. We have also plotted the variation of average grain sizes with Ta concentrations and 
a sharp decrease in the grain size at lower Ta concentration is observed. For higher Ta 
concentration (0.1 ≤ x ≤ 0.4), the grain size varies between 3 to 1.5 μm. The homogeneous 
distribution of fine grains is consistent with the enhanced physical properties described below 
[29].  

D. Dielectric Properties 

The temperature-dependent dielectric permittivity (Ɛr) and dielectric loss (tanδ) at different 
frequencies were investigated from RT to 500 °C to study the phase transition behavior in 
KNLNT-x (0 ≤ x ≤ 0.4) ceramics. Figure 5 (a-e) shows the variation of Ɛr and tanδ as a function 
of temperature for x = 0.00, 0.10, 0.15, 0.20, and 0.25 at selected frequencies of 1 kHz, 5 kHz, 10 
kHz, 50 kHz, and 100 kHz (the other compositions arewere shown in the  Supplementary Figure 
S7). A decrease in dielectric permittivity with increasing frequency is observed for all the 
compositions, which indicates the polar dielectric behavior of the samples [5,53]. For x = 0, the 
temperature dependent Ɛr shows two distinct anomalies corresponding to ferroelectric phase 
transitions in the measured temperature range (Fig. 5 a). The broad dielectric anamoly observed 
around 140 °C corresponds to an orthorhombic-to-tetragonal polymorphic (TO-T) phase 
transition, whereas the sharp dielectric maximum observed at 440 °C corresponds to the 
tetragonal-to-cubic (TC) phase transition, i. e., ferroelectric to paraelectric phase transition [12, 
31]. A similar behavior (i.e., two anamolies) is observed in the tanδ versus T graph for all the 
frequencies further conforming the ferroelectric phase transtions as shown in the inset of Fig. 5a. 
We have also prepared and measured the temperature-dependent Ɛr and tanδ of pure 
K0.5Na0.5NbO3 [9].  The phase transition temperatures, i.e., TO-T and TC values for pure KNN 
were found to be at 210 °C and 405 °C, respectively. So, Li substituted KNN (KNLN, x = 0) 
shows an increased TC and a decreased value of TO-T, which is consistent with literature [15]. On 
the other hand, when Ta is substituted into the KNLN sample, both the phase transition 
temperatures decrease and broaden (Figure 5, and  Figure S7). For clear observation of the effect 
of Ta doping on the phase transition temperatures of KNLNT-x ceramics, the dielectric constant 
versus temperature for all the compositions are plotted at a constant frequency of 10 kHz as 
shown in Figure 5f. Both the transition peaks corresponding to TO-T and TC shift to lower 
temperature, and for x ≥ 0.20 we do not observe any anomaly corresponding to TO-T suggesting 
the shift of TO-T to below room temperature. 



  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5. Variation of Ɛr and tanδ as a function of temperature at selected frequencies of 
KNLNT-x ceramics for (a) x = 0, (b) x = 0.10, (c) x = 0.15, (d) x = 0.20, (e) x = 0.25, and (f) 
comparison of dielectric constant with temperature for all compositions at 10 kHz. 

Note that both the phase transtions are broadened due to Ta substitutions and strongly depend on 
the compositions. In order to visualize the broadening of the orthorhombic-tetragonal transition 
peaks (TO-T), we have enlarged the temperature-dependent dielectric constant plot around the TO-

T region for x ≤ 0.15 which is shown in the supplementary Figure S8. For x = 0.00 (KNLN), the 
transition peak corresponding to TO-T is sharp and frequency-independent (Figure S8a). 
However, the Ɛr versus T plot for x = 0.05 shows slight broadening of this ferro-ferro phase 



transition peak compared to KNLN sample (Figure S8b). As the Ta concentration increases 
further (x = 0.10), the broadening of the TO-T peak increases (Figure S8c) and for higher 
concentration of Ta i.e. for x = 0.15, the phase transition peak becomes more broaden and shows 
a diffusive nature. The broadening of the phase transition (TO-T) peak with increasing Ta 
concentration may be due to the increase in phase fraction of the tetragonal phase in the phase 
coexistence region. A similar observation has also been reported in multi-component substituted 
KNN system by Gao et al. [54] and Sm-doped KNN system by us also [55]. 

Further, to quantify the degree of diffuseness, temperature-dependent dielectric permittivity data 
in the paraelectric region have been fitted using modified Curie Wiess law [1,5]. The modified 
Curie-Weiss equation can be expressed as 

                                            	 𝟏
Ɛ𝒓
− 𝟏

Ɛ𝒎
=	 (.&.%)

&

/
……………………………… (3) 

where Ɛm = highest value of Ɛr at TC, γ = degree of diffuseness, and C = modified Curie Weiss 
constant. The value of γ, which ranges from 1 to 2, can be calculated from the slope of the 
ln(1/Ɛr-1/Ɛm) versus ln(T-Tm) plot. Normal ferroelectric materials are found to have a degree of 
diffuseness parameter of the order of 1, whereas very diffuse/relaxor-type ferroelectric materials 
have a degree of diffuseness of 2 [1, 5]. Further, the degree of diffuseness of KNLNT-x ceramics 
for 0 ≤ x ≤ 0.40 have been extracted from the graphs of ln(1/Ɛr-1/Ɛm) versus ln(T-Tm) at 10 kHz 
and are plotted in the paraelectric region as shown in  Figure S9. The linear fit of the log-log plot 
suggests that the modified Curie-Weiss law has been verified. For x = 0, the value of γ is found 
to be 1.21, and the γ value increases with increasing Ta concentration, which is listed in the 
Supplementary Table S3. The rise in the values of γ suggests that the diffuse nature of phase 
transition increases with increaseing Ta doping. 

E. Ferroelectric properties 

The polarization versus electric field hysteresis loop (P-E loop) measurements were performed at 
room temperature to examine the ferroelectric characteristics of KNLNT-x ceramics. The P-E 
loops of KNLNT-x ceramics with 0.00 ≤ x ≤ 0.40 were recorded at a frequency of 5 Hz at RT, as 
shown in Fig. 6. For all KNLNT-x ceramics, the PE loop shows a well defined, nonlinear and 
saturated loop suggesting a good ferroelectric nature (shown in the inset of Figure 6) [5].  

Further, the coercieve field (EC)  and remnant polarization (2Pr) were calculated from the P-E 
loops using the formula 2𝑃(0 =	𝑃(10 − 𝑃(&0 and  𝐸20 =	 (𝐸210 − 𝐸2&0)/2 for all the compositions 
[56]. However, with increasing Ta concentration, there is a systematic change in the behavior of 
the PE loops. The PE loop of KNLN ceramic shows higher 2Pr and EC values compared to the Ta 
modified samples. It has been reported by Shirane et al. that the remnant polarization (2Pr) and 
coercive field (EC) are higher in the orthorhombic phase compared to the other crystallographic 
phases [57]. As KNLN crystallizes in the orthorhombic structure, this may be the reason for the 
observed higher ferroelectric properties (2Pr and EC) compared to the Ta- substituted samples.  



   

 

 

 

 

 

 

 

 

Figure 6.P-E hysteresis loop of KNLNT-x ceramics with 0 ≤ x ≤ 0.4 at room temperature. The 
inset figure shows the P-E loop for x = 0.00.  

Figure 7 shows the variation of (a) 2Pr and EC at RT, (b)  dielectric constant and piezoelectric 
coefficient (d33) at RT, (c) phase transition temperatures (TO-T and TC) as a function of x for the 
KNLNT-x ceramics with 0 ≤ x ≤ 0.4. For a better representation of the variation of physical 
properties with composition, we have divided the plot into three regions based on the crystal 
structure, (i) Region I for x = 0.00 to 0.10 (purely orthrorhombic strucutre), (ii) Region II for x = 
0.10 to 0.20 (orthrorhombic+ tetragonal (O+T) phase co-existence region) and (i) Region III for 
x = 0.20 to 0.40 (purely tetragonal structure). In Region I, both the 2Pr and EC values steadily 
decline with an increase in Ta content. The 2Pr and EC values drop from 69.11 μC/cm2 and 12.18 
kV/cm for KNLN (x = 0.00) to 30.59 μC/cm2 and 10.04 kV/cm for KNLNT-x (x = 0.10) 
respectively.  Higher values of 2Pr and EC in purely orthorhombic phase is more in accordance 
with the literature [57]. The decrease of the 2Pr and EC value with x in the region I may be due to 
a decrease in the orthorhombic distortion. Both the dielectric constant (Ɛr), and piezoelectric 
coefficient (d33) measured at room temperature slightly increase with an increase in x. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 7. Variation of (a) ferroelectric parameters (2Pr and Ec) at RT, (b)  dielectric constant (Ɛr) 
at 10 kHz and piezoelectric coefficient (d33) at RT, (c) lattice parameters, and (d) phase transition 
temperatures (TO-T and TC)  with x for KNLNT-x ceramics. 



 

In region II, the 2Pr increases with increasing Ta concentration, and a maximum value of 40.62 
μC/cm2 is observed for x = 0.20. On the other hand, the coercive field EC decreases with 
increasing x and is a minimum for x = 0.20 ( 9.3 kV/cm). The dielectric constant and 
piezoelectric coefficient increase with increasing x and display a local maxima at x = 0.20. It may 
be noted that the rate of increase of both the dielectric constant and piezoelectric coefficient 
values is more in the phase co-existence region compared to the single-phase region. In Region 
III, the  2Pr values decrease with increasing Ta composition. The coercive field, however 
increases with increasing Ta substitution. Both the dielectric constant and piezoelectric 
coefficient decrease with the increasing Ta concentration in this region. The variation of lattice 
parameters with composition (x) for KNLNT-x is shown in Figure 7 (c). Furthermore, the phase 
diagram constructed from the RT XRD data, Raman spectra, and temperature-dependent 
dielectric properties is displayed in the Figure 7 (d). Both the phase transition temperatures 
decrease linearly with the increase in the Ta- concentrations. In region I, the phase transition 
sequence is orthorhombic to tetragonal then to cubic with increasing temperature. In the region 
II, the phase co-existence of O+T crystallographic phases, transform to tetragonal and finally to 
cubic as a function of increasing temperature. The transition from tetragonal to cubic is observed 
in region III with a rise in temperature. 

IV. DISCUSSION 
 

The composition-driven structural phase transition in ferroelectric solid solutions where either a 
crystallographic phase with lower symmetry exists or two crystallographic phases having nearly 
equal phase fraction and nearly equal thermodynamic free energy co-exist for a small 
composition range is known as MPB [20, 58, 59]. Around the MPB region, there is abrupt 
enhancement of the dielectric, ferroelectric and piezoelectric properties observed. The classical 
PbZr1-xTixO3 is a solid solution of PbZrO3 (antiferroelectric with Rhombohedral crystal structure) 
and PbTiO3 (ferroelectric with tetragonal crystal structure) and around the MPB composition, 
enhanced physical properties are observed [58, 59]. The MPB region in the case of PZT is 
independent of temperature but strongly depends on composition [58, 59].  

As shown in the phase diagram (Fig. 7(d)), it has been observed that TO-T and TC shifts towards 
RT with an increase in Ta concentration and the phase boundary between the tetragonal and 
orthorhombic phase is not vertical. Unlike PZT, similar temperature-dependent MPB regions 
have been reported in many relaxor ferroelectric solid solutions such as PMN-PT, 
Pb(Zn1/3Nb2/3)O3-PbTiO3 (PZN-PT), Pb(Ni1/3Nb2/3)O3-Pb(Zr,Ti)O3 (PNN-PZT) [59, 30, 60]. So 
the phase (O+T) co-existence region of 0.1 ≤ x ≤ 0.2 as observed in Fig. 7 may be due to the 
MPB or due to the shifting of TO-T towards room temperature for KNN-based system. Although 
phase co-esistence is the primary criteria for the enhancement of the piezoelectric and 
ferroelectric properties, we are interested in distinguishing if this is due to MPB or due to the 
shifting of the PPB towards RT.  



It has also been reported that enhanced piezoelectric properties in the KNN system is due to 
well-faceted and uniform distribution of grains rather than a MPB [29, 61]. In the phase 
coexistence region (0.1 ≤ x ≤ 0.2) as well as in the tetragonal phase for higher Ta concentrations 
(x = 0.3, and 0.4), the grains are of comparable sizes with similar distribution. Hence the 
microstructure is not associated with the enhancement of physical properties for our case. 

In our case, the phase coexistence (low symmetry) region, (0.1 ≤ x ≤ 0.2) the phase coexistence 
(O+T) is separated by O (at low Ta concentration) and T (higher Ta concentration) with different 
symmetry as shown in Figure 6. For a MPB, the phase coexistence region can be 2 to 15 mol. % 
(e.g. PbTiO3 in Pb(Ti1-xZrxO3) depending upon the processing and substitution of cations [61, 
62], and for our case it is ~10 mol.%. There is a discontinuous change in the lattice parameters 
(shown in Fig. 7 (c)) for x = 0.10 and x = 0.20 (starting and ending point of the phase coexistence 
region), which suggest a 1st order phase transition and observed around MPB regions in case of 
ferroelectric systems [15, 62, 63, 64]. For x = 0.2 (which is in the tetragonal side of the phase 
coexistence region), both the tetragonal and orthorhombic phases have nearly equal phase 
fractions which suggests they have thermodynamically similar energy [14, 29]. The availability 
of more polarization vectors (12 for orthorhombic and 6 for tetragonal) in the phase coexistence 
region is also expected [1, 65]. As the energy difference between O and T (tetragonal) phases is 
small in this region, the inter-conversion of both the O and T phases is easy, leading to easy 
polarization rotation [30, 66, 67]. For multi-component substituted KNN with different 
concentrations of different dopants, the change of crystal structure from O to T phase is 
accompanied by the structural heterogeneity [54]. In our case Ta- substitution increases the 
volume fraction of the tetragonal phase accompanied by induction of a large amount of structural 
heterogeneity. Thus, the local structural heterogeneity facilitates easy polarization rotation by 
flattening the polarization anisotropy energy, which synergistically contributes to the 
enhancement of the piezoelectric properties of the Li/Ta modified KNN system [54]. 

In the phase coexistence region II, there is an increase in the 2Pr values up to x = 0.20 and a 
decrease in the EC value up to x = 0.20 i.e., we have observed a maximum value of 2Pr and 
minimum value of EC for x = 0.20.  Above these concentrations, reverse trend is being observed. 
Iwota et al. based on the Landau Theory reported that the EC value becomes extremely small in 
the MPB region [68]. This decrease in the EC value may be due to the isotropic nature of the free 
energy function of the polarization component in the MPB composition [68, 69]. The sharp 
enhancement of the 2Pr value in the MPB is due to the enhancement of strain and ferroelasticity, 
which enhance the piezoelectric properties [69]. We have also observed a maximum value of Ɛr 
and a maximum d33 value for x = 0.20 at RT. So maximum value of all the physical properties 
has been observed for the critical composition x = 0.20. Although, for x = 0.20 (where the TO-T is 
close to RT), we have observed maximum piezoelectric properties, but the rate of change of the 
piezoelectric properties is more in the phase coexistence region [21, 5]. So in our case, the 
enhancement of the physical properties in the phase co-existence region is due to the MPB rather 
than shifting of the PPB towards RT.  



For the ferroelectric perovskite oxides, the piezoelectric coefficient d33 can be written as   

                                           d33 = 2Q11Ɛ0Ɛ33P3………………………………………… (4) 

where P3 = polarization along the polar axis and approximately equals to remnant polarization 
(Pr) in this case, Ɛ0 = dielectric permittivity in free space, Ɛ33 = Ɛr is the dielectric permittivity 
and Q11 = electrostrictive coefficient which varies between 0.05 and 0.1 m4 C-2 [14, 70, 71]. 
Therefore, the enhancement of d33 is directly related to Ɛr and Pr. As we have observed a 
maximum dielectric and ferroelectric polarization for x = 0.2, it is expected that the maximum 
piezo-electric coefficient is observed for that critical composition x = 0.2.   

Although, the phase coexistence region is 0.1 ≤ x ≤ 0.2, why the maximum dielectric, 
ferroelectric, and piezoelectric properties are observed for x = 0.2? 

It has been reported that extrinsic contributions like domain switching in ferroelectrics are being 
contributed more in the phase co-existence region as compared to the single phase so that 
significant strain is being  developed. So we expect that in the phase co-existence region, the 
domain switching induces significant strain, which further flattens the polarization anisotropy 
energy and strengthens the electro-mechanical coupling [5]. Based on in situ XRD experiments, 
Pramanik et al. correlated a decrease in the tetragonality with an enhancement of the domain 
wall motion [72]. We have calculated the tetragonality [tetragonality = (c/a − 1)] of both the 
tetragonal and orthorhombic phases as shown in Figure S 10 [5, 72]. A minimum tetrgonality for 
the orthorhombic phase is observed for x = 0.2 and the tetrgonality of tetrogonal phase is 
constant in the phase coexistance region, which is responsible for enhanced domain wall motion. 
The domain wall motion is also well corroborated with the CP behavior in the Raman analysis. 
Thus the enhancement of the piezoelectric and ferroelectric properties for the critical 
composition x = 0.2 around the MPB regions is due to (1) easy polarization rotation, and (2) the 
maximum domain wall motion due to flattening the curvature of the free energy profile.  
 

V.  CONCLUSIONS 
 
In summary, high density KNLNT-x ceramics were successfully fabricated by the conventional 
solid state reaction route. The phase transition behavior, surface morphology, dielectric, 
ferroelectric and piezoelectric properties have been systematically investigated over a wide range 
of experimental conditions. The XRD analysis using Rietveld refinement suggest a composition-
driven structural phase transition from the orthorhombic (Amm2) phase to the 
orthorhombic+tetragonal (Amm2+P4mm) dual phase and finally to tetragonal phase at room 
temperature, which is also confirmed from the Raman spectroscopic analysis. The temperature-
dependent dielectric properties suggest that, with increase in Ta concentration, both the phase 
transition temperatures (TO-T and TC) decrease systematically along with the broadening of the 
transition peaks and for higher composition of Ta (x > 0.15), the TO-T shifts below room 
temperature. A phase diagram has been constructed based on the phase transtions behvaiour 



obtained from XRD, Raman and dielectric results. A maximum value of ferroelectric and 
piezoelectric properties around the MPB has been observed for the critical composition x = 0.20. 
The enhancement of piezoelectric properties is due to the existence of MPB rather than PPB 
governed by easy polarization rotation, and the maximum domain wall motion.  
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Figure Captions (Supplementary Material)  

 

Figure S1. Room temperature XRD patterns of KNLNT-x with 0 ≤ x ≤ 0.4. 

Figure S2. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for (a) x = 0.05 using 
Amm2 model, (b) x = 0.15 using Amm2+P4mm model, (c) x = 0.30 and (d) x = 0.40 using P4mm 
model.  

Figure S3. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for x = 0.10 using (a) 
Amm2 and, (b) Amm2+P4mm model. The inset shows magnified view of the fitted {200}pc and 
{222}pc reflections. 

Figure S4. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for x = 0.25 using (a) 
Amm2+P4mm and, (b) P4mm model. The inset shows magnified view of the fitted {200}pc and 
{222}pc reflections. 

Figure S5. FESEM micrographs of the KNLNT-x for (a) x = 0.05, (b) x = 0.30, and (c) x = 0.40.  

Figure S6. Histogram images of the distribution of grain size of KNLNT-x for (a) x = 0, (b) x = 
0.10, (c) x = 0.20, and (d) x = 0.30. 

Figure S7. Variation of dielectric constant and dielectric loss as a function of temperature at 
selected frequencies of KNLNT-x for (a) x = 0.05, (b) x = 0.30, and (c) x = 0.40. 

Figure S8. Magnified plot of Ɛr as a function of temperature around TO-T at selected frequencies 
of KNLNT-x for (a) x = 0.00, (b) x = 0.05, (c) x = 0.10, and (d) x = 0.15. 

Figure S9. Modified Curie Wiess law plot (ln(1/Ɛr-1/Ɛm) versus ln(T-Tm)) of the KNLNT-x for 
(a) x = 0, (b) x = 0.05, (c) x = 0.10, (d) x = 0.15, (e) x = 0.20, (f) x = 0.25, (g) x = 0.30, and (h) x = 
0.40. 

Figure S10.  Variation of tetragonality with composition (x) for KNLNT-x (0.00 ≤ x ≤ 0.40). 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S1. Room temperature XRD patterns of KNLNT-x with 0 ≤ x ≤ 0.4. 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S2. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for (a) x = 0.05 using 
Amm2 model, (b) x = 0.15 using Amm2+P4mm model, (c) x = 0.30 and (d) x = 0.40 using P4mm 
model. The inset shows magnified view of the fitted {200}pc and {222}pc reflections. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S3. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for x = 0.10 using (a) 
Amm2 and, (b) Amm2+P4mm model. The inset shows magnified view of the fitted {200}pc and 
{222}pc reflections. 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S4. Rietveld refined x-ray powder diffraction patterns of KNLNT-x for x = 0.25 using (a) 
Amm2+P4mm and, (b) P4mm model. The inset shows magnified view of the fitted {200}pc and 
{222}pc reflections. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S5. FESEM micrographs of the KNLNT-x for (a) x = 0.05, (b) x = 0.30, and (c) x = 0.40.  

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

Figure S6. Histogram images of the distribution of grain size of KNLNT-x for (a) x = 0, (b) x = 
0.10, (c) x = 0.20, and (d) x = 0.30. 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S7. Variation of dielectric constant and dielectric loss as a function of temperature at 
selected frequencies of KNLNT-x for (a) x = 0.05, (b) x = 0.30, and (c) x = 0.40. 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S8. Magnified plot of Ɛr as a function of temperature around TO-T at selected frequencies 
of KNLNT-x for (a) x = 0.00, (b) x = 0.05, (c) x = 0.10, and (d) x = 0.15. 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S9. Modified Curie Wiess law plot (ln(1/Ɛr-1/Ɛm) versus ln(T-Tm)) of the KNLNT-x for 
(a) x = 0, (b) x = 0.05, (c) x = 0.10, (d) x = 0.15, (e) x = 0.20, (f) x = 0.25, (g) x = 0.30, and (h) x = 
0.40. 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure S10.  Variation of tetragonality with composition (x) for KNLNT-x (0.00 ≤ x ≤ 0.40). 

 

 

 

 

 



Supplementary Tables: 

Table S1. A brief review on the crystal structure and physical properties of Li and/or Ta 
substituted KNN reported by various research groups. 

Sl. 
No. 

Research 
group 

Details of 
sample 

composition 

Crystal structure 
with symmetry 

Properties  Ref. 

1 Mgbeme
re 
et al. 
 
[8]   
 

(K0.48Na0.48Li0.0

4) NbO3 
 
(K0.5Na0.5) 
(Nb0.9Ta0.1)O3 
 
(K0.48Na0.48Li0.0

4) 
(Nb0.9Ta0.1)O3 
 

Orthorhombic 
(Amm2) 
 
Rhombohedral 
(R3c) 
Orthorhombic 
(Amm2) 

Li substituted KNN show high 
dielctric constant, lattice distortion, 
spontaneous polarization and strain. 
 
In Li/Ta co-substituted sample, a 
wide temperature range of 
coexistance of orthorhombic and 
tetragonal phase is observed. 

J. Appl. 
Crys. 
44, 
1080-
1089 
(2011) 

 
2 

Guo  
et al. 
[13] 

(1-x) 
(K0.5Na0.5)NbO
3-xLiNbO3 

Orthorhombic for 
x≤0.05 
 
Orthorhombic+Tetr
agonal for 
0.05<x<0.07 
 
Tetragonal for 
x≥0.07 
 

High Curie temperature (>450 °C) 
has been reported. 
 
The ceramics show enhanced 
piezoelectric and electromechanical 
responses (d33=200–235 pC/N, 
kp=38%–44%, and kt=44%–48%) 
in the MPB compositions. 

Appl. 
Phys. 
Lett. 85, 
4121-
4123 
(2004) 

3 Wang  
et al. 
 
[14] 

(1–x) 
(Na0.535K0.48)N
bO3–xLiNbO3  
(x = 0.058–
0.085) 
 

 
Orthorhombic+ 
Tetragonal  
(x = 0.073–0.083) 

Highest d33 of 324 pC/N (x = 0.080) 
was obtained. 

Adv. 
Funct. 
Mater. 
20, 
1924-
1929 
(2010) 
 

4 Hollenst
ein 
et al. 
[15] 

(K0.5−x/2,Na0.5−x/

2,Lix)NbO3 
 
(K0.5−x/2,Na0.5−x/

2,Lix)(Nb1-

yTay)O3 

 TC shifted to higher temperatures 
and TO-T shifted towards RT with 
increase in Li content and for x = 
0.07, TO-T shifted below RT 
indicating lithium addition 
stabilizes the tetragonal phase. 

Appl. 
Phys. 
Lett. 87, 
182905 
(2005). 



  
Li-substituted ceramics shows 
kt of 53% and converse 
piezoelectric coefficient d33 around 
200 pm/V while a kt of 52% and d33 
over 300 pm/V is observed for Li- 
and Ta-modified samples. 

5 Dai  
et al. 
 
[17] 

(1-x) 
(K0.5Na0.5NbO3
- xLiTaO3 
 

Orthorhombic+ 
Tetragonal  
  (x = 0.05) 
 

The phase coexistence (O and T) is 
due to the shifting of TO-T aound RT 
and not due to the MPB. 

Appl. 
Phys. 
Lett. 90, 
262903 
(2007) 
 

6 Wang 
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Table S2. Refined structural parameters obtained from Rietveld refinement of KNLNT-x 
ceramics for 0 ≤  x ≤ 0.4. 

Composition 

x 

Space Group χ
2
 a (Å) b (Å) c (Å) Volume 

(Å3) 
Phase 

Fraction 
(%) 

0.00 Amm2 3.45 3.9396 5.6385 5.6719 125.99 100 (O) 

0.05 Amm2 2.04 3.9406 5.6331 5.6671 125.80 100 (O) 

0.10 Amm2+P4mm 4.28 3.9420 5.6290 5.6604 125.60 83.43 (O) 

3.9631 3.9631 4.0141 63.05 16.57(T) 
0.15  

Amm2+P4mm 
10.7 3.9615 5.6699 5.6510 126.93 74.76(O) 

3.9691 3.9691 3.9925 62.89 25.24(T) 
0.20  

Amm2+P4mm 
2.71 3.9468 5.6594 5.6269 125.69 44.34(O) 

3.9520 3.9520 4.0060 62.57 55.66(T) 
0.25 P4mm 6.35 3.9532 3.9532 4.0048 62.58 100 (T) 

0.30 P4mm 8.98 3.9523 3.9523 4.0041 62.55 100 (T) 

0.40 P4mm 10.3 3.9522 3.9522 3.9915 62.34 100 (T) 

 

Table S3. Variation of grain size, γ, Ɛr, 2Pr, Ec, and d33 measured at RT with composition of 
KNLNT-x (0 ≤  x ≤ 0.4). 

 

 

 

 

 

 

 

 

 

Composition 
(x) 

Grain Size 
(μm) 

γ Ɛr at 
RT 

2Pr 
( μC/cm2) 

Ec 
(kV/cm) 

d33 
(pC/N) 

0.00 6.43 1.21 294 69.11 12.18 70 

0.05 6.17 1.25 278 39.50 10.67 75 

0.10 3.13 1.32 309 30.59 10.04 108 

0.15 2.49 1.37 427 35.92 9.81 118 

0.20 2.02 1.41 556 40.62 9.3 159 

0.25 1.82 1.42 480 33.85 9.52 93 

0.30 1.70 1.45 451 10.28 9.95 89 

0.40 1.89 1.52 518 21.21 11.06 51 



 

 

 

 

 

 


